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1- Warm mix asphalt (WMA) 

2- Aging 

3- Moisture damage 

AASHTO-M303

                                                           
4- Hydrated lime 

5- Hot mix asphalt (HMA) 
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1- Rutting 

2- Fatigue 

3- Cracking 

-

                                                           
4- Saturated surface dry (SSD) 
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1- Indirect tensile 

TSR

 

                                                           
2- Tensile strength ratio 
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ITS

 

ITS

TSR

                                                           
1- Surface free energy 

2- Sasobit 

3- Aspha-min 

ITS 

                                                           
4- Superpave gyratory compactor  
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gr/cm3
ASTM C127 

ASTM C127 

gr/cm3
ASTM C128 

ASTM C131 

ASTM D5821 

ASTM D5821 

ASTM D2419 

 

PIASTM D4318 

ASTM C88 

ASTM D2419 

 

ASTM D5 

ASTM D113   

ASTM D36

ASTM D92

gr/cm3
ASTM D70

 

OBC

                                                           
1- Optimum bitumen content 

2- Marshall stability and flow 

ASTM D1559
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ASTM 

D6935

AASHTO T283

ASTM D4867

ASTM 

D4123Australian: 

AS2891-12-1

ABRC

TSR

AASHTO T283

                                                           
1- Asphalt Mixtures and Bitumen Research 

Center 
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UTM5

ASTM D4123

ASTM 

D4123

 
UTM5

 

Australian: 

AS2891-12-1UTM5

msms 

kpa 

kpa 

micro-strain 
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UTM5

 
UTM5

                                                           
1 Wheel Track 

 

ASTM 

D1559



 زیاری، دیواندری و یاوری

 1395های حمل و نقل، سال دوم، شماره اول، بهار  مهندسی زیر ساخت 12

 

 

ASTM D4867

 



 زیاری، دیواندری و یاوری

 13  1395های حمل و نقل، سال دوم، شماره اول، بهار  مهندسی زیر ساخت

UTM5

ASTM D4123

 

 

                                                           
1-  Permanent deformation 

10

                                                           
2- Flow number 
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